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RECOMMENDED PCB HOLE LAYOUT

NOTES:
1. INSULATOR MATERIAL: NYLON 9T, UL 94V-0, COLOR: BLACK.
2. CONTACT MATERIAL: BRASS.
3. CONTACT PLATING: .000030" MIN. NICKEL UNDERPLATING, GOLD FLASH OVERALL.
4. CURRENT RATING: 1 AMP.
5. INSULATION RESISTANCE: 5000 MEGA OHM MIN.
6. CONTACT RESISTANCE: 20 MILLI OHM MAX.
7. DIELECTRIC WITHSTANDING: 500 V AC.
8. OPERATING TEMPERATURE:  -40°C TO +105° C
9. PROCESSING TEMPERATURE: 230° C MAX FOR 60 SEC. 
                                              (260° C MAX FOR 10 SEC.)

REVISIONS

REV. ECO. NO DESCRIPTION DATE BY

A 1451 INIIAL RELEASE 08/13/07 RAH

B 1660 ADD TOLERANCE TO TABLE 04/15/08 ASK

C 1871 UPDATE DRAWING VIEWS, TEXT & TOLERANCE BLOCK 12/08/08 JH

D 3648 ADD NICKEL UNDERPLATING 03/30/2017 LH
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]

TOLERANCES: 

ANGULAR:  

DECIMALS   
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.XXXX=  .0004 [.100]
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