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TECHNICAL SPECIFICATION
HOUSING MATERIAL : THERMOPLASTIC POLYESTER UL 94 V—0, GREY
g HOUSING CAN WITHSTAND EXPOSURE TO LEAD FREE WAVE SOLDERING TEMPERATURE
g \\\ 95 MAX. 5 ] OF 260-265'C FOR STRAIGHT CONNECTORS AS IT IS IN CLASSICAL LEAD WAVE
N b 3 SOLDERING AT 235-250°C
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q [] [] [] [] [] [] [] [] [] [] [] [] [] [] [] [] [] [] [] [] [] [] [] [] [] //1‘\ 20' TM
b -{}} NS ; ACTIVE ZONE GOLD / GXT OVER NICKEL
TERMINATION ZONE
31x2.54=78.74+0.06 LEAD FREE VERSION TIN (PURE MATTE) OVER Ni
9001 2.8 MIN ELECTRICAL DATA
CURRENT RATING AT 20°C 1.5 A
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P.C.B DRILLING DETAILS NUMBER OF CONTACTS
B $1.0+01 TYPE OF INSULATOR B
—— 2 ROW FEMALE INSULATOR —— - —— - —— — — [rem—
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r;_o S 0 METHOD OF MOUNTING
v “ i} N 14 4.0 STANDARD MOUNTING — STLEB —— - —— —— —— 1
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O b ) STYLE L0 LONG STRAIGHT SPILL (L — SEE TABLE) —-—-—-—-—-— 14
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< NO OPTON— - — - — - — - —— - —— - 7
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